
CERTIFICAZIONI / CERTIFICATIONS

DIMENSIONI / SIZE

130  DIREZIONALE / EXECUTIVE

EXECUTIVE CHAIR

BACKREST/SEAT
Single shell available in two heights 
with internal structure in plywood not 
less than 12mm thick. Upholstery 
in non-deformable expanded 
polyurethane resin. 

ARMRESTS
Two versions of fixed armrests 
available: open form padded and 
upholstered or chromed with 
upholstered top.

MECHANISMS
High version:  
Oscillating with 4 locking positions 
or 4 locking positions and advanced 
pivot point.  
Low version:  
Oscillating with 4 locking positions or 
gas lift plate.

GAS COLUMN
Seat height adjustment mechanism.

BASE
5-star arched type, in polished 
aluminium diameter 700 mm..

CASTORS
Castors, self-braking, rubber or hard 50 
mm diameter.

FABRICS
Available in different types and colours 
as detailed in the LT Form upholstery 
charts.

28

F08 F08

F15 F15

4,9 1 26 4,0 1

28 4,9 1 26 4,0 1

SEDIA EXECUTIVE

SCHIENALE/SEDILE
Monoscocca disponibile in due 
altezze con struttura interna in legno 
multistrato spessore non inferiore 
ai 12mm. Imbottitura in resina 
poliuretanica espansa indeformabile.

BRACCIOLI
Disponibili due versioni di braccioli fissi: 
di forma aperta imbottito e rivestito o 
cromati con top tappezzato.

MECCANISMI
Versione alta: 
Oscillante con 4 posizioni di blocco o 4 
posizioni di blocco e fulcro avanzato. 
Versione bassa: 
Oscillante con 4 posizioni di blocco o 
piastra a gas.

COLONNA A GAS
Meccanismo che permette la 
regolazione in altezza del sedile.

BASE
Tipologia a cinque razze arcuata, in 
alluminio lucido diametro 700 mm.

RUOTE
Piroettanti, autofrenanti, gommate o 
dure diametro 50 mm.

TESSUTI
Disponibili in diverse tipologie e 
colorazioni presenti nelle cartelle 
rivestimenti LT Form.



Bracciolo fisso in acciaio
-cromato con top imbottito

Fixed armrest in steel 
-chromed with upholstered top

Bracciolo fisso imbottito integralmente
-con anima in acciaio

Fully upholstered fixed armrest 
-with steel core

Oscillante 4 blocchi con fulcro avanzato
-Manovella di regolazione della tensione
-Inclinazione schienale sedile 
-4 posizioni di blocco 
-Regolazione altezza sedile
-Angolo di oscillazione maggiore

Oscillation mechanism 4 locking posi-
tions and advanced pivot point 
-Tension adjustment knob 
-Seat back tilt
-4 locking positions 
-Seat height adjustment
-Greater tilt angle

Oscillante 4 blocchi
-Pomolo di regolazione della tensione
-Inclinazione schienale sedile 
-4 posizioni di blocco
-Funzione anti-shock
-Regolazione altezza sedile

Oscillation mechanism with 4 locking 
positions 
-Tension adjustment knob 
-Seat backrest tilt
-4 locking positions 
-Anti-shock function 
-Seat height adjustment
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BRACCIOLI / ARMRESTS

MECCANISMI / MECHANISMS

BASI / BASES

RUOTE / CASTORS

Ruote stop Ø50 Nylon

Stop castors Ø50 Nylon

Ruote Ø50 Nylon

Nylon castors Ø50 Nylon

Ruote gommate  Ø50 

Rubber castors Ø50

Ruote stop gommate  Ø50 

Rubber stop castors Ø50

RØ4RØ3RØ2RØ1

Base 5 razze arcuata Ø700 alluminio lucido

5-star arched base Ø700 polished 
aluminium

B27

Piastra a gas
-Regolazione in altezza del sedile

Gas lift plate 
-Seat height adjustment

PØ2
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